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Pinhole Cameras / Lens

Lens

Model	 Description

SF031	 1/3" Colour CCD, f=3.7mm pinhole lens, 420 TVL, 

	 0.5 Lux, 12V DC

Model	 Description

SF037	 1/3" Colour CCD, f=3.7mm pinhole lens, 480 TVL, 

	 0.1 Lux, 12V DC

Model	 Description

SF039	 1/3" DPS, Ultra Hi-Resolution, Wide dynamic, 540 TVL, 

	 f=3.7mm pinhole lens, 0.8 Lux, 12V DC

Model	 Description

TE358A	 1/3" Vari-focal f=3.5-8mm, F/1.4 DC Drive, Auto-Iris

TE2810A	 1/3" Vari-focal f=2.8-10mm, F/1.4 DC Drive, Auto-Iris

TE550A	 1/3" Vari-focal f=5-50mm, F/1.7 DC Drive, Auto-Iris

TE358A-IR*   	 1/3" IR Vari-focal f=3.5-8mm, F/1.4 DC Drive, Auto-Iris

TE550A-IR*   	 1/3" IR Vari-focal f=5-50mm, F/1.7 DC Drive, Auto-Iris

TE2810A

TE550A

TE550A-IR

28 /

Pinhole Cameras / Lens

TE358A

TE358A-IR

SF039

SF037

SF031

WIDE Dynamic

*  IR lens ensure sharp image under both day light and IR illuminations
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CCD Cameras 

Colour CCD Camera Colour CCD Camera Colour CCD Camera

Model

Horizontal Resolution

View Angle (Horizontal)

Auto Iris Lens

Min. Illumination

Electronic Shutter Control

S/N Ratio

Video Output

Auto Gain Control

Operating Temperature 

Weight ( g )

Pick Up Device

Lens

Dynamic Range

Auto IR Cut Filter

Lens Mount

Electronic Shutter

Back Light Compensation

White Balance

Digital Noise Reduction

Power Source

Humidity

SF310

420 TVL

0.5 Lux / F1.2

On / Off switchable

SF360

550 TVL

–

0.15 Lux / F1.2

SF332

480 TVL

0.3 Lux / F1.2

Built-in

SF370

540 TVL

Yes

Colour: 0.05 Lux / F1.0; 
B/W: 0.01 Lux / F1.0

SF373

540 TVL

–– –

1/3” interline transfer CCD

–

–

– Yes

Video / DC switchable

CS / C mount

1/50 (1/60) to 1/100,000 sec

On / Off switchable

Auto Auto ATW / AWB / Manual

More than 48dB ( AGC off )

1.0 Vp-p, 75W

–

DC 12V / 200mA

-10°C ~ 50°C

390

< 90%

Yes

On / Off switchable

More than 50dB ( AGC off )

1.0 Vp-p, 75W

–

DC 12V / AC 24V

-10°C ~ 50°C

250

< 90%

Yes

On / Off selectable

More than 50dB ( AGC off )

1.0 Vp-p, 75W

On / Off selectable

DC 12V / 300mA

-10°C ~ 50°C

330

< 90%

Low / Medium / High / Custom

1/50 ( 1/60 ) to 1/100,000 sec

–

Video / DC switchable

CS / C mount

1/50 ( 1/60 ) to 1/100,000 sec

On / Off switchable Built-in 

Video / DC switchable

CS / C mount

Typical: 102dB / Max: 120dB
( Off / Standard / High ) 

Colour: 0.8 Lux / F1.2; 
B/W: 0.08 Lux / F1.2

–

1/3” interline transfer CCD

–

1/3” DPS 

CCD Cameras & Pinhole Cameras Selection Guide
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Ultra hi-resolution Ultra hi-resolution

Day / Night Wide dynamic

Day / Night
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Pinhole Cameras

Colour Zoom Camera Pinhole Camera Pinhole Camera Pinhole Camera

SF031 SF037 SF039

Wide 48° / Tele 2.7° 66° 66° 66°

470 TVL 420 TVL 480 TVL 540 TVL

– – – –

Auto / Manual Auto Auto ATW / AWB / Manual

More than 50dB ( AGC off )

500

DC 12V / 1A

0°C ~ 50°C

< 95%

YesYesYes

– – – On / Off selectable

More than 48dB ( AGC off )

55 55 140

DC 12V / 200mA

-20°C ~ 50°C

< 90%

DC 12V / 200mA

-20°C ~ 50°C

< 90%

DC 12V / 200mA

-10°C ~ 50°C

< 90%

Low / Medium / High / Custom

1.0 Vp-p, 75W                                1.0 Vp-p, 75W 1.0 Vp-p, 75W 1.0 Vp-p, 75W

More than 50dB ( AGC off ) More than 50dB ( AGC off )

On / Off switchable

1/50 ( 1/60 ) to 1/100,000 sec 1/50 (1/60) to 1/100,000 sec

Built-in 

Built-in 

Built-in Built-in

Built-in

Built-in

On / Off selectable

1/50 ( 1/60 ) to 1/100,000 sec 1/50 (1/60) to 1/100,000 sec 1/50 (1/60) to 1/100,000 sec

–

Auto / Manual

1.0 Lux / F1.4-3.0

–

–

–

–

0.1 Lux / F1.20.5 Lux / F1.2

–

–

0.8 Lux / F1.2

– – – Typical: 102dB / Max: 120dB
( Off / Standard / High )

– 3.7mm pinhole lens 3.7mm pinhole lens 3.7mm pinhole lens

1/4” interline transfer CCD 1/3" SONY Super HAD CCD 1/3" SONY CCD 1/3” DPS

SF540

30 /

Ultra hi-resolution

216X Zoom Wide dynamic



 T
el

eE
ye

 -
 V

is
io

n
 B

ey
o

n
d

 B
o

u
n

d
ar

ie
s

Long Range Day / Night IR Camera

•	 Long range IR ~40m effective range 

•	 9 - 22mm Vari-focal auto-iris IR lens, Auto IR cut filter

•	 0.01 Lux / F1.2 (IR OFF), 0.00 Lux (IR ON) 

•	 IP66 weather proof standard and cable management bracket

Long Range Day / Night IR Camera

•	 Long range IR ~30m effective range

•	 4-9mm Vari-focal auto-iris IR lens, Auto IR cut filter

•	 540 TVL Resolution, 0.0 Lux (IR ON)

•	 IP66 weather proof standard

•	 OSD menu and cable management bracket

Outdoor Day / Night IR Camera

•	 540 TVL Resolution

•	 2.9 - 10mm Vari-focal auto-iris IR lens, Auto IR cut filter

•	 15 IR LEDs, ~20m IR range

•	 0.13 Lux / F1.3 (IR OFF) , 0.0 Lux (IR ON)

•	 IP67 weather proof standard

Outdoor IR Colour Camera

Model	 Description

SF489	 Long Range IR, 1/3" Colour CCD, 40 - 50m IR Range, 
	 40 IR LEDs, Day / Night, 480 TVL, f=9 - 22mm, 0.00 Lux (IR ON), 
	 Weather proof: IP66, 12V DC / 24V AC

Model	 Description

SF485	 Long Range IR, 1/3" Colour CCD, ~30m IR Range, 48 IR LEDs, 
	 540 TVL, f=4-9mm, 0.00 Lux (IR ON), Weather proof: IP66,
	 12V DC

Model	 Description

SF399	 1/3" Colour CCD Outdoor, Hi-Resolution, Vari-focal auto-Iris IR Lens, 
	 Day / Night, ~20m IR Range, 15 IR LEDs, 540 TVL, f= 2.9-10mm, 
	 0.0 Lux (IR ON), Weather proof: IP67, 12V DC

Model	 Description

SF281	 1/3" Colour CCD, 420 TVL, f=3.6mm, 23 IR LEDs, ~15m IR range,
	 0.0 Lux (IR ON), Weather proof: IP66, 12V DC

SF281S	 1/3" Colour CCD, 420 TVL, f=6mm, 23 IR LEDs, ~15m IR range,
	 0.0 Lux (IR ON), Weather proof: IP66, 12V DC

SF286	 1/3" Colour CCD, 480 TVL, f=3.6mm, 36 IR LEDs, ~20m IR range,
	 0.0Lux (IR ON), Weather proof: IP66, 12V DC

SF286S	 1/3" Colour CCD, 480 TVL, f=6mm, 36 IR LEDs, ~20m IR range,
	 0.0 Lux (IR ON), Weather proof: IP66, 12V DC

SF489

SF399

SF281 / SF281S

SF286 / SF286S

SF485

/ 31

 Long Range IR Camera / IR Cameras
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IR Camaeras

Model

View Angle ( Horizontal )

Weather Proof Standard

Video Output

Power Source

S/N Ratio

Electronic Shutter 
Control

IR LED / Effective Range

Horizontal Resolution

Pick Up Device

Lens

Auto-Iris Lens

Auto IR Cut Filter

White Balance

Operating 
Temperature

Auto Gain Control

Net Weight ( g )

Electronic Shutter

Back Light 
Compensation

Min. Illumination

Weather Proof IR Camera Weather Proof IR Camera
Weather Proof 

Day / Night IR Camera Long Range IR CameraLong Range IR Camera

SF281

3.6mm

68°

SF286

3.6mm

68°

SF281S

6mm

55°

–

–

–

–

Yes

Yes

1/50 ( 1/60 ) sec 1/50 ( 1/60 ) sec 1/50 ( 1/60 ) sec

Yes

Yes

Yes

Yes

SF286S

6mm

55° 28° ~ 88° 40° ~ 65° 16.2° ~ 40.6°

SF399 SF485 SF489

1/3” interline transfer CCD

420 TVL

IP66

1.0 Vp-p, 75W

DC 12V / 120 mA ( IR OFF )
400 mA ( IR ON )

DC 12V / 160 mA ( IR OFF )
460 mA ( IR ON )

DC 12V / 200 mA ( IR OFF )
500 mA ( IR ON )

DC 12V / 200 mA ( IR OFF )
600 mA ( IR ON )

DC 12V / AC 24V

Built-in

–

Yes

-20°C ~ +50°C

280

Auto

540 TVL

IP67

1.0 Vp-p, 75W

On / Off switchable

On / Off switchable

Yes

-10°C ~ +50°C

500

Auto / Push selectable

More than 48dB
( AGC off )

More than 48dB
( AGC off )

More than 45dB
( AGC off )

2.9 ~ 10mm
( Aspherical IR lens )

4 ~ 9mm
( Aspherical IR lens )

9 ~ 22mm
( Aspherical IR lens )

1/3” interline transfer CCD1/3” interline transfer CCD

480 TVL

IP66

1.0 Vp-p, 75W

Built-in

–

Yes

-20°C ~ +50°C

520

Auto

540 TVL

IP66

1.0 Vp-p, 75W

Built-in

On / Off switchable

On / Off switchable

-20°C ~ +50°C

1360

ATW / AWB / Fixed / Manual

480 TVL

IP66

1.0 Vp-p, 75W

On / Off switchable

On / Off switchable

On / Off switchable

-10°C ~ +50°C

2000

Auto

1/3” interline transfer CCD 1/3” interline transfer CCD

23 infrared LEDs / ~15m 36 infrared LEDs / ~20m 15 infrared LEDs / ~20m 48 infrared LEDs / ~30m 40 infrared LEDs / ~40m

0.5 Lux / F1.2 ( IR OFF )
0.0 Lux ( IR ON )

0.5 Lux / F1.2 ( IR OFF )
0.0 Lux ( IR ON )

0.13 Lux / F1.3 ( IR OFF )
0.0 Lux ( IR ON  )

0.5 Lux / F1.2 ( IR OFF )
0.0 Lux ( IR ON  )

0.01 Lux / F1.2 ( IR OFF )
0.0 Lux  ( IR ON  )

1/50 ( 1/60 ) to 
1/100,000 sec

1/50 ( 1/60 ) to 
1/100,000 sec

More than 48dB 
( AGC off )

More than 48dB 
( AGC off )

32 /

IR Cameras Selection Guide

Ultra hi-resolution Long Range IRAuto IR-cut filter
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Accessories

Coaxial to UTP Transceivers Surge Protectors

Coaxial to Fibre Transceivers

PVT-11CU

One Channel Coaxial to UTP Passive

Video Transceiver

PVT-11CUD

One Channel Coaxial to UTP Passive

Video Transceiver

PVT-44CU

Four Channels Coaxial to UTP Passive 

Video Transceiver

AVT-11CU

One Channel Coaxial to UTP Active 

Video Transceiver and Receiver

TRN012

3U Universal Rack Mounting Panel for 

12pcs PVT-44CU

TRN009

2U Universal Rack Mounting Panel for 

9pcs AVT-11CU

CSP-CC
One Channel Coaxial Surge Protector

RSP-UU
One Channel RS485 Surge Protector

R-W1001DAR/T
One Channel Coaxial to Fibre Video 

Transmitter and Receiver for 

Single Mode Fibre

R-FO14R

3U Universal Rack Mounting Panel for 

14pcs R-W1001DAR/T Receiver

Twisted Pair Transmission Applications

300 M (Max.)

1.5 KM (Max.)

1.5 KM (Max.)

CAT5 Cable

CAT5 Cable

4 Channel 
over

1 CAT5 Cable

PVT-11CU
Passive

PVT-11CU
Passive

AVT-11CU
Transceiver Active

PVT-44CU

AVT-11CU
Receiver Active

PVT-44CU
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Amplified Microphone

Camera Housings & Brackets Adaptors

Modems & Router

Alarm Demo Board

MA-1101

Amplified Microphone, 

Line level output, 12V DC

R-TS-602

Wall-mount Camera Bracket

R-TS-605

Wall-mount Bracket for R-TS-806XX

R-TS-806

Outdoor Aluminum Housing with 

Sunshield, IP66

R-TS-806HB

Outdoor Aluminum Housing with 

Sunshield, IP66, Heater & Blower, 

24V AC

R-USR5630 

RS232 V92 PSTN Modem

R-BRL-04UR
4 Port Broadband Router

R-E220

USB HSDPA Wireless Modem, 

Suitable for RX504

DB8418

Alarm Demo Board

ADAP-220-300

Input: 220V AC, Output: 12V DC, 300mA, 

Suitable for DF103, DF103W, DF113, 

DF113S, DF115, DF116, DF116W, DF116S, 

DF173, DF175, DF176, DF178, SF031, SF037, 

SF039, SF310, DM-KB04 & MA-1101 

DC-12V1A67

Input: 220V AC, Output: 12V DC, 1.67A,

Suitable for SF281, SF281S, SF286, SF286S, 

SF360, SF370, SF373, SF399, SF485, 

SF,489, SF540, DF183, DF187, DF283, 

DF286, DF288, DM336, DM338, NX173, 

NX288 & NX301

ADAP-24V-1A25	

Input: 120 /240V AC, Output: 24V DC, 

1.25A, Suitable for SF360, SF370 & SF489 

ADAP-12V5A-4P	

Input: 120/240V AC, Output: 12V DC, 5.0A, 

Suitable for RX364, RX368 & RX324

ADAP-12V6.6A-4P

Input: 120/240V AC, Output: 12V DC, 6.6A, 

Suitable for RX3616, RX328 & RX3216
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